B Series  Standard " IEC

TYPOLOGY

1. Designation

| B |

PAM Motoreducer
fitted for motor mounting
with flexible coupling |

Motoreducer  Motoreducer

PAM Compact  Gear Reducer

A42 | A52 | A53 ‘A?Z

‘A?S 063 | 083 || 103

‘ 123 ‘ 143

153

163

Alluminium alloy series

Cast iron series

160x14

INPUT DIMENSIONS

PAM | ECE

S N

Fitted for Input shaft

motor coupling  diameter
(160x14) (28)

250x28

OUTPUT DIMENS|

B3

TECHNICAL CATALOGUE



B Series  Standard " IEC

2. Versions

A40-A50-A70

€ FOOT MOUNTING / HOLLOW SHAFT D FOOT MOUNTING / D SOLID SHAFT

l=‘

Sizes A42 - A52 - A53 are not available in versions D-S-P.



B Series  Standard " IEC

EOLOEY

FC FOOT MOUNTING / HOLLOW SHAFT FD FOOT MOUNTING / D SOLID SHAFT
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B Series  Standard " IEC

EOLOEY

SC FLANGE MOUNTING / HOLLOW SHAFT SD FLANGE MOUNTING / D SOLID SHAFT
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SS FLANGE MOUNTING / S SOLID SHAFT SP FLANGE MOUNTING / DOUBLE OUTPUT SHAFT
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SL FLANGE MOUNTING / HOLLOW SHAFT SM FLANGE MOUNTING / D SOLID SHAFT
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EOLOEY

bz iR e el e Lt b UD FOOT-FLANGE MOUNTING / D SOLID SHAFT
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3. Modularity

BA ALUMINIUM ALLOY SERIES

IBA

CBA

Compact electric motor versions

BA

Fitted for motor coupling version (PAM)
IBA

Input shaft versions
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B GREY CAST IRON SERIES

CB B

Compact electric motor versions Fitted for motor coupling version
(PAM)

PB IB

Fitted for motor mounting Input shaft versions

with flexible coupling



