
The gear reducer can be supplied with backstop device on input shaft. Backstop device allows output shaft rotation in
only one sense of direction; according to the size, it is available in the input flange or in the motor with the same
dimensions. It is important to specify the required sense of direction on the order. The backstop device is not available for
mounting position V1/V5 with motor size IEC 100...225.
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 063 071 080 090 100-112 132 160 180 200 225

 140x11140x11 160x14160x14 200x19200x19 200x24200x24 250x28250x28 300x38300x38 350x42350x42 350x48350x48 400x55400x55 450x60450x60

H032  B5 B5 B5 B5      

H033 B5 B5 B5 B5       

HR041  B5 B5 B5       

H042  B5 B5 B5 B5      

H043 B5 B5 B5 B5       

HR051  B5 B5 B5 B5      

H052  B5 B5 B5 B5      

H053 B5 B5 B5 B5       

HR061   B5 B5 B5      

H062   B5 B5 B5 B5     

H063  B5 B5 B5 B5      

HR081   B5 B5 B5 B5     

H082   B5 B5 B5 B5 B5    

H083   B5 B5 B5 B5     

HR101     B5 B5 B5 B5   

H102     B5 B5 B5 B5   

H103    B5 B5 B5 B5    

HR121      B5 B5 B5 B5  

H122      B5 B5 B5 B5  

H123     B5 B5 B5 B5 B5  

H142       B5 B5 B5 B5

H143      B5 B5 B5 B5  
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