
1. Cooling and heating unit

On request the gear reducer can be supplied with:
Cooling fan;
Cooling coil with or without valve thermostatic; 
Air-oil or water-oil cooling unit;    
Oil heater.

2. Lubrication and monitoring unit

On request the gear reducer can be supplied with:
Bearings lubrication pump;
Bearings lubrication motor pump;
Bimetal thermal protectors;
Pressure switch;
Oil level sensor with float;
Oil temperature sensor and bearing temperature sensor PT100 .
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3. Cooling fan

 P1H P2H

PH E11E11 G11G11 G12G12 L11L11 K11K11 N11N11 E11E11 G11G11 G12G12 L11L11 K11K11 N11N11

180 5 193 210 105 220 196 5 193 210 75 220 180

200 10 210 245 101 244 245 10 210 245 71 244 180

225 8 235 265 85 280 255 8 235 265 85 280 197

250 10 290 325 85 300 260 10 290 325 85 300 200

280 12 308 345 110 305 310 12 308 345 105 305 254

355 15 375 415 120 390 400 15 375 415 100 390 295

 B2H B3H

BH E13E13 G13G13 G14G14 L13L13 K13K13 N13N13 E13E13 G13G13 G14G14 L13L13 K13K13 N13N13

180 5 193 195 73 607 203 5 193 195 53 641 203

200 5 215 235 73 690 226 5 215 235 53 707 226

225 10 233 275 98 805 248 10 233 275 73 824 248

250 10 290 310 98 848 278 10 290 310 73 930 278

280 15 305 330 98 908 320 15 305 330 98 1073 320

355 20 370 400 123 1112 340 20 370 400 98 1253 340
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4. Bearings lubrication pump

P1H - B2HP1H - B2H DPDP KPKP II

180 85 52 180

200 85 52 200

225 85 52 225

250 85 52 250

280 85 52 280

355 85 52 355

P2H - B3HP2H - B3H DPDP KPKP II

180 85 52 317

200 85 52 352

225 85 52 397

250 85 52 440

280 85 52 493

355 85 52 625
 

P3H - B4HP3H - B4H DPDP KPKP II

180 85 52 416

200 85 52 462

225 85 52 527

250 85 52 577

280 85 52 647

355 85 52 820

P4HP4H DPDP KPKP II

180 85 52 416

200 85 52 462

225 85 52 527

250 85 52 577

280 85 52 599,5

355 85 52 759,1

MHD Series ／ Standard ／ IEC

TECHNICAL CATALOGUEDEVICES

P
B

H

3


